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{ lNTRoDUcTloN

1.1 This Classification Repoń specifies classification method tor SEMPRE TERM ORAFIT EPS 033
(bo_ards from expanded polysĘrene) in conforrnity with the procedures set fońh
ln óSN EN 13501-1:2019.

1,2 This Classification Repoń has 3 pages and it can be used or reproduced as a whole only.

2 DETA|LS oF cLAsslFlED PRoDucT

2.1 General

The product SEMPRE TERM GRAFrrFPS 031 (boańs fram expanded polystyrcne.} is manufactured by
the company SEMPRE Farby §p. z o.o., Ul. Gen, J, Kustronia 60, 43-301 Bielsko-Biala, Polska,
Boards from expanded polystyrene SEMPRE TERM GRAFIT EPS 031 are used SEMPRE TERM GRAFIT
EPS 03't polystyrene boards made of polystyrene foam are used for insulation requiring transmission of
low mechanical loads, including thermal insulation of walls in External Thermal lnsulation Composite
Systems (ETICS, light - wet method), therma! insulation of multi-layer walls with a ventilated or non_
ventilated air gap, therni'al in§ulation of ring beams as stay-in_play formwork under the plastering, thermal
insulation of lintels and panelling, external prefabricated composite sandwich panel§, insulation of ceilings
from below in External Thermal lnsulation Composite Systems, insulation of s|oped roof under the load- :

bearing structure.

2,2 Product descńption

Thickness: min 10 mm

Composition: EP§

3 REPoRT§ AND REsuLT§ lN SUPPoRT oF THl§ cLAsslFlcATloN

3.1 Repońs

Namg of ńe Laboratory
Address
Accreditation number:

Name of spon§or
of tho To§t Repoń

Repoń number
Date of issue

Tegt method

PAVUS, a.s.
veseli nad Lużnicf
AZL ć. 1026

Technick!, a zkuśebni łstav
stavebni Praha, s.p.
poboćka ostrava
U Studia 14
700 30 Ostrava - Zóbfeh
Óeskź republika

Pr-23-1.077
2023-06-09

ćsruEru Bo 1192*2:2020
ósrurru 15715:2010

3.2 Results

Test method parameter Number
of tests

Results

continuous
palamet€r-m9an

Compliance with
parameters

ćsrv Eru Iso 119262
Sufface exposure
Ihlbkness of 10 mm

Fs _< 150 mm up to 20 s
F ilter paper non-ignition

6
yes (E, En)

yes (E, En)

ósrurlv Eo 1192*2
Edge exposure
Thickness of 10 mm

Fs<150mmupto20s
F ilter paper non-ig nition

6
yes (E, En)

yes (E, En)
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4 cLA§§lFlcATloN AND F|ELD oF APPLlcATloN

4.1 Reference of classification

This classification has been carried out in accordance with ĆsN eN 13501-1:2019.

4.2 Classification

The product - SEMPRE TERM GRAFIT EPS 033 (boańs from expanded polysĘrene) - in relation to its
reaction to fire behaviour is classified:

4.3 Field of application

This classification is valid for the following product parameters:

Thickness: 10 mm and more
Density: (12 _ 14) kglms
Composition: cannot be ehanged

The classification is valid for the folloring end use applications:

The product SEMPRETERM GRAFIT EPS 033 (boardsfrom expanded polysĘrcnel is intended
for using in accordance with clause 2.1 of tris repoń.

5 LlMlTATloNs

This classification is valid unless the conditions, under which it was i§sued, have been changed (i,e., until
the materials used, the composition or design of the product or the technical regu|ations relating to
the product change).

The sponsor may request the issuing authority to review the influence of changes on the classification
validity,

This classification document does not represent Ępe approval or certification of the product.

Elaborated by, Approved by:

TL
Fire testing laboratory

PAVUS, a.s.
ćwrt l. nybeśe szs

391 81 Vescli nad luinici
lĆ: 60193174; oć: CZ60193174
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